NOTES
L.

ITEM 655, 02 FRAME & GRATE- FRAME 2'-4 15/16 * X 3'-1 1/2 '
GRATE 2'-3 11/16 * X 3'-0 1/2 * RECTANGULAR FRAME & GRATE
ASSEMBLY TYPE NO. 11, SEE N.Y.S. D. 0 T. STANDARD SHEETS
SHEETS 655-4R1, 655-5R1, 635-6R1 AND 635-3.

PAYMENT AREA = 7.2 SQ FEET

2. REINFORCEMENT SHALL HAVE A COVER OF 2° UNLESS
§ GRATE & GUTTER OTHERWISE SHOWN. THE COST OF ALL BAR REINFORCEMENT
1 SHALL BE INCLUDED IN THE PRICE BID FOR DROP INLETS.
-—’—NV’
o v-or |r-0r 3. WEEP PIPES SHALL BE INSTALLED ON ALL WALLS
| WITHOUT PIPE CONNECTIONS AND ONLY WHEN
UNDERDRAIN IS NOT USED OR A, D. B.E. AND SHALL BE EITHER:
A.) ITEM 605, 0701, 6’ CORRUGATED METAL
L0V POINT—— UNDERDRAIN PERFORATED PIPE.
OF GUTTER I B.) ITEM 605, 1501, 6' POLYETHYLENE CORRUGATED
PERFORATED UNDERDRAIN TUBING.
1/2 * BITUMINOUS .
EDGE OF- EXPANSION MATERIAL J 4, THE INTERIOR AND EXTERIOR OF ALL DROP INLETS TO BE
SHOULDER awey | * COATED WITH TWO COATS OF KOPPERS SUPER SERVICE
: BLACK OR APPROVED EQUAL.
2'-4 15/16 *
ITEM 5560202 FRAVE 5. CLASS ‘A’ CONCRETE IS TO BE USED. WALL THICKNESS
8-ND. 4 BARS, 6 C-C, SHALL BE 6 IF REINFORCED, 8’ IF UNREINFORCED.
3-8 LONG (TYP.) Mm 4 ALL PIPE CONNECTIONS SHALL BE MADE WITH 100% MORTAR.
~ 111
| 3= - | 6. CLASS “A’ CONCRETE BENCHES SHALL BE CAST-IN-PLACE
ot ON ALL STORM DROP_INLETS REGARDLESS OF PIPE DIAMETER.
| | COST TO BE INCLUDED IN DROP INLET ITEM,
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ITEM 556.0202

ALL SIDES

ITEM 605.0901
UNDERDRAIN FILTER STONE

ITEM 623.12
6 CRUSHED STONE BEDDING

DROP INLET TYPE °S® CAST-IN-PLACE WITH GUTTER (ENGLISH)
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